
Louvered Column Cap CASTOR Type CRL-SH
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The high quality of our products for air and climate technology systems 
is well-known in the industry.
Our louvered column cap CASTOR Type CRL-SH was specifically 
designed for use in comfort ventilation systems. 
As a result, it can be easily deployed in natural settings.
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CASTOR is available in all standard building metals 
and in any conceivable configurations, 
as both the number of louvers, the diameter, 
and the length of the riser pipe are variable and 
therefore freely selectable.
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200 208 96 4 325 0.062 1.97

224 235 121 4 325 0.077 1.95

250 260 146 4 325 0.093 1.90

280 290 176 4 325 0.111 1.80

300 310 196 4 325 0.124 1.76

315 334 220 5 385 0.169 2.17

350 360 246 5 385 0.188 1.96

355 360 246 5 385 0.188 1.90

400 410 296 5 385 0.226 1.80

450 460 346 5 385 0.264 1.66

500 510 396 6 445 0.356 1.81

560 560 446 6 445 0.400 1.62

600 610 496 6 445 0.445 1.57

630 610 496 7 505 0.509 1.63

710 710 596 7 505 0.614 1.55

750 760 646 7 505 0.666 1.51

800 810 696 8 565 0.811 1.61

850 860 746 8 565 0.869 1.53

900 910 796 8 565 0.927 1.46

950 960 846 9 625 1.100 1.55

1000 1010 896 9 625 1.165 1.48

1050 1060 946 10 685 1.358 1.57

1100 1110 996 10 685 1.429 1.50
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Dimensions of Louvered Hat in mm
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